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2 redundant core switches

Overview
By connecting a switch to two different switches in the aggregation/distribution layer
or core layer above it, the use of Link Aggregation Groups (LAG) results in extremely
high availability (HA) and practically uninterrupted network operations. I recommend
that every access or distribution switch will be connected to both of the core
switches! in order to get the desired redundancy, as for example if now Switch Core
3COm will be down, all of switch 5,1,2 will be isolated ! the same senario for others,
the only good designed one is the. Setting up redundancy in Cisco network
environments is crucial for ensuring non-stop service availability and minimizing
downtime. Whether you're a network engineer or an IT enthusiast, understanding
how to properly configure redundant switches will enhance your network's reliability
and. My question is this: to make my core redundant, could I add a second 2948 in a
spanning tree configuration?

 The reason I ask is because spanning tree is a Layer 2 protocol, while inter-VLAN
routing takes place at layer 3, so I'm wondering if in a failover scenario, the second
2948 would handle. They have a core L2/L3 with 3 L3 Meraki switches stacked. Did a
firmware upgrade on the switches and their L3 routing went down. After reboots they
were able to get it back up. Any suggestions?

 Perhaps break it up into. In this tech paper, you will learn about the key protocols for
building a redundant network and discover—based on five examples—how to design
highly available three-tier or two-tier networks using LANCOM products. By
connecting a switch to two. I have three different networks and 2 vlans. PC0 is a
member of vlan 10, PC1 is a member of vlan 20.

© 2026 Waterman Line Accessories & Optical Protection - All rights reserved



Page 2/4

Article Content

Redundancy concepts for hierarchical switch networks

Redundancy concepts for hierarchical switch networks The issue of high availability is
one of the most important aspects when planning for reliable switch networking.
Failures as a result of

core switch redundancy

hi all, i want to know something about core switch redundancy, when we connect two
core switch with stack cable and want to both switch as active
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Redundant Core Switches | Comware

Additionally, to make my access layer redundant, I''m planning to put two switches in
each office, (probababy the 2626PWR, we''re putting in an IP PBX this year),
connecting half of the

Best way to create redundancy with 2x layer 2 Cisco switches

Hi, I have the below set up that and I''m trying to work out the best way to make the
switches redundant so if one fails, comms are still available for all users.

Redundancy for Core Switch Stack : r/networking

Stacking at the core (regardless of vendor) is universally a bad idea. If they''re not
wanting to buy all new expensive gear, you have two options, both with advantages
and disadvantages. Split the stack into

Designing a redundant switching infrastructure

Your core switches appear to be a core/distribution setup and you really want to
separate your core switches so they aren''t affected by spanning tree loops, yes they
do happen. You could

2. Bundesliga heute | Spielplan & Ergebnisse | 34. Spieltag | 2025/26

Spielplan 2. Bundesliga 2025/26 • 34. Spieltag • Ergebnisse, Spiele und Termine zum
Spieltag • Alle Tabellen • Live-Ticker • Statistiken • News

How to Configure Redundant Switches in Cisco Networks

Setting up redundancy in Cisco network environments is crucial for ensuring non-stop
service availability and minimizing downtime. Whether you''re a network engineer or
an IT enthusiast,
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Redundancy concepts for hierarchical switch networks

Various redundancy solutions are available for networking two switches, including the
Spanning Tree Protocol (STP), which is less effective, and better options such as the
Virtual Port Channel (VPC), or

2. Bundesliga | Spieltag

Die 2. Bundesliga bei kicker • Alle Infos zur 2. Bundesliga • Tabelle - Spieltag - News -
Torjäger - Elf des Tages - Ranglisten • Hier Fußball erleben

2. Bundesliga: Fortuna Düsseldorf steigt ab, Fürth in der Relegation

Greuther Fürth rettet sich mit einem Spektakel auf den Relegationsplatz. Fortuna
Düsseldorf steigt als Leidtragender ab. Der letzte Spieltag der 2. Bundesliga bot nicht
nur im Rennen

Solved: Redunancy with two switches core

Now, I would like to set up Redunancy with this two core but the access switches only
have one connection to core, I think split this connection half on one core and make a
trunk each

Redundanzkonzepte für hierarchische Switch-Netzwerke

In diesem Techpaper lernen Sie die wichtigsten Protokolle für ein redundantes
Netzwerk kennen und sehen anhand von fünf Beispielen, wie Sie hochverfügbare
Three-Tier- oder Two-Tier-Netzwerke mit

Solved: Redundant links between switches

So in my building I have a switch closet on each floor with a stack of 3750''s. Each
floor switch stack has a single fiber link to the core switch (3750) in

Best Redundant Core design

Need to provide a VLAN or two that spans the 4 locations for layer 2 needs such as
maintaining server cluster heartbeats between servers dispersed between buildings.
Need to

Solved: redundancy in core layer

Solved: hi guys . i have a network with below topology. In the core layer, I want to
have redundancy, which means that if the main core switch of my network has a
problem, the backup

Solved: redundancy in core layer

In the core layer, I want to have redundancy, which means that if the main core
switch of my network has a problem, the backup switch will automatically enter the
circuit.
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Edge switch redundancy to two core switches

Solved: I want to provide best redundancy for an access switch (Cisco 3650) when
connecting to two core switches (Cisco 9500 series), as show in attached topology.
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